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Whenever you sce the symbols
shown below, heed their instructions!
Always follow safe aperating and main
tenance practices.

Thiz warning symbol identitles speacial
instructionz or procedures which,
not correctly followed, could result in
peraonal injury, or loss of life.

F-; ACAUTION

This caution symbaol identifies speacial
instructiens or procedures which, |
nol sirictly cbservad, could result in
damage to or destruction of equip-
ment.

NOTE

O This nale symbal mdicates pomnis of
particufar interest for more efficient
anind canvenient Oparation.

NOTICE

THIS PRODUCT HAS BEEN MANLU.
FACTURED FOR USE IN A REASON-
ABLE AND PRUDENT MANNER BY A
GUALIFIED OPERATOR AND AS A
VEHICLE ONLY.
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annnppppnannnnannsanny SPECIFICATIONS (0 @ aaquaa@aaqeuiasy

PERFORMANGE
Maximum Horsepdwer
Maximum Torgus
Minimum Turning Radius

DIMENSIONS
Creerall Length
Owverall Width
Overall Heagit
Wheslbase
Road Clearance
Dry Waight

ENGINE
Tvpe
Displscement
Bowe x Stroke
Compression Ratin
Starling System
Cylinder Mumbering Method
Firnng Groder
Carouretors
Ignitior: Systam

199 KW (27 F5) @11, 800 ¢fmm (rpm}
175 N-m {1.78 ky-m, T2.5 itk 529 800 r/min Jrpm)
2Em{11.2in]

2240 mm (BE190n.)
TEE mm (3012 0.}
1.000 i [43.31 in)
1,490 mm {EB66 in)
150 mm (521 0.}
147 kg {324 1b)

DOHC. 2 cyinder, 4-swoke, liguid-cooled
248 mL ¢158.1 suin)

B2.0 % 41.2 mm (244 x 1,62 in.)

1201

Electric stamer

Left to mght,-1-2

1-2

Keshir CVE3ID x 2

Bartery and ool {transistorized ignmian)

lgnitian Timing

[Elecromoally advanocod )

Spark Plugs

Lubwication System

Engine {hl

Enging Oif Capacity

Cooiant Capacity

TRANSMISSION

Transmession Type

Ciutch Type

Driving Systam

Primary Roducticn Ratio

Final Reduction Ratio

Owerzll Orive Ratio

Gear Ralic: st
2nd
Jrd
Atk
th
Bth

107 BTDC 3, 300 rimn (1pimg
~ 42" BTDC . 500 rimin {rpm)
MGEK CREHSA or ND LZAFSR-L
Forced lubrication (wet sumph
SE of 5F class SAE 1OWG, 1OWS0, 20040, or 20WED
1.9 L (20 US qt)
TOL01T Us g

fi- speed, oonstant mesh, remuem shitt
Wiat mult disc
Chair drive
F.458183:24)
A142 (444}
9704 (Top gear]
2600 (39/15)
1,788 (3419)
1,409 (31/22)
1160 (29:26)
1,000 (27:27)
0.B9Z (25/28)



FRAME
Caston
Trail
Tire Siza: Fromt
Hear
Fuet Tank Capacity
ELECTRICAL EQUIPMENT
Battery
Haeadlight
Tail/Braka Light
Turn Signal Light

29°

112 mm (447 in)

00A0-17 555 Tubedoss
140/90-15 M/C 705 Tubeless
P10 L {28 US gal)

12V 8 Ah
12\ BOSRS W
12V B2 W
12521 W

Spacifications subject to change without notice.

pepnannyysnnennnneny LODCATION OF PARTS 000660 0006 660 fa i

—_

. Clutch Lavar

. Speedometer

- Indizator Lights
- Techometer

Erake Flurd Roservorr
+Frant)

Front Brake Lewver

Left Hadiebar Switches

. Ignition Switch, Stedrng

Lock
Right Handlubar Swatches

. Throtile Grp



25 TailfBrake Light
28 Licensa Plae Lighn
27 Passengers Sear

w50 TN B AL 13 28. Rider's Seat
(-.f @ @ @ (*.} S @ @ 29, Baftery
I T R ! A 30. Main Fuse
Lt i i 31, Idle Adjusting Scraw
g 32, Carburetors

. Frant Fork

. Headlight 43, Fuel Tank

34, Fuel Tank Cap

Turn Signal Light
. opark Plugs

35. Brake Lining Whaar

. Fuel Tap Indicator
. Junction Box (Fuses) 36. Muffler
37. Tool Kit

. Air Cleaner

38. Coolant Reservs Tank

. Tying Hooks

, Helmet Hook 34. Rear Braks Light Switch
. Radistar 40. Oil Level Gauge

. ahift Pedal 47 Roar Brake Pedal

. Bide Stand 42X Hom

. Drivex Chain 43. Brake Caliper

. Rear Shock Ahsorber

44, Brake Disc



wpunenpnpnnasnennnny GENERAL INF

Metar Instruments
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. Speedometer

. La#t Turn Signal
Indicatar Light

. Right Turn Signal

Indicator Light

. Tachometer

Red Zone

. Coolant Tamperature

Warning Light

. High Besm Indicator

Light

. Ol Pragaure YWarning
Light

. Mautral Indicator Light

- Trip Meter

. Resetr Knob

. Ddomeatar

o

T o Mmoo

e

Speadometer and Tachometer

The speedometer shows the spacd of
the vehicle. |n the speedometer face are
the odometer and trip meter. The odom
atar shows the total distance that the ve-
hicle has been ridden. The trip meter
shows the distance traveled since it was
last reset to zera. The trip meter can he
reset to zero by turming the resest Knob
counterclockwise.

The tachomater shows the engine
speed in the revolutions per minute
(rfmin, rpm),  On the right side of the
tachometer face is & portion called the
"red zone" Engine rfmin (rpm) in the
red zone s above maximum  recom-
mended engine speed and is also above
the range for good parformance,

e ACAUTION

Engine rimin (rpm} should not be al-
lowed 1o enter the red zone; operation
in the red zone will oversiress the en-
gine and may cause serious angine
damage.

Indicator Lights

TURN: When the turn signal switch is
turned to left or right, the corespanding
turn signal indicatar light flashes on and
atf,

NEUTRAL: When the transmission s in
neutral, the neutral indicatar Hight is lit.

HIGH BEAM: When the headlight iz an
high beam, the high beam indicatar light
15 it

OIL: The ol pressure warning light goes
on whenever the oil pressure is danger-
ously low ar the ignition switoch s in the
ON position with the engine nat rurning.,
and goas off whon the engine oil pres-

13



sure is high enough. Refer to the Main -
tenance and Adjustment chapter for mare
datailed engine oil information.

TEMP: The coalant temperature warning
light {LED-Light Emitting Qunda} goes
an when the ignition switch is T.!.Irl'!Bl:I on
and goes off soan after tlhr.-z engine starts
running to ensure that s circuit func-
tions properly,  The warming light also
goes on whenever the coolant temper-
ature rises to 120°C or higher when the
motorcycle is in operation, If it stays an.
stop the engine and check the coolant
level in the reserve tank after the engine
cools down.,

ACAUTION 9

Do not let the engine continue running
when the warning light goes on. Pro-
longed engine oparation will result In
savere damage from overheating.

14

Key _
This motorcycle has a El:}mtllllrli!ti!vl:ln
key, which is used for the ignition
switch/ steering lack, right lower side
cover. helmet hoak, and fuel tank cap.
Blank keys are pvailable at your
Kawasaki dealers, Ask your dealer to
make any additional spare kays you may
need. using your orginal key as a master,

lanition Switch/Steering Lock
This is a four-position, key-pperated
gwitch. Tha key cdén be removed from

the switch when it is in the OFF. LOCK,
or P(PARK) positian,

oy A uaﬂmﬂmif Ko
A. lgnition Switch;Steering Lock

B. LOCK position

C. OFF position

D. ONM position

E. P (Park] position

Al electneal

All electrical

Engine

OFF Engine off

circuits off,
OnN Engine an

aquipmeant can be used
LOCK Steering locked,

off. Al electrical circuits
e - aff.
Pi(Park) | Steering locked.,

Enging
off.  City, tail and license
plata lights an. All other
glectrical circuits cut off.

NOTE

S you leave the PARK position on for a

fang time fone fowr). the batrery may
bacame tolally discharged.

15




To operate the ignition switch:

OFF <___> ON [Za_ > P(PARK)

2 1. Turn the handlebar fully to the
lefl.

7. a. For parking push down the
key in the ON position and

LOCK turn it to P [ Park)
b. For locking push down the
key in the OFF positian and

turm it to LOCK,

16

Right Handlebar Switches
Engine Stop Switch R
In addition to the ignition switch, the
engine stop switch must be in the RUN
position for the motorcycle (o operate.
The engine stop switch i5 for emer-
gancy use |f some emorgency requires
slopping the engine, move the enginge
stop switch to the OFF pasition.

NOTE

tAfthough the engine stop switch stops
the engine, it does riof turn off alf the
glectrical cirewits-  Ordinarity, the ig-
Aftian switch should he used [0 stop
the engine.

A, Engine Stop Switch
B. Headlight Switch
C. Startar Button

Starter Button
The starter button operates the electric
starter when pushed with the clutch lewver
pulled in or the transmission in ngutral.
Refer to tha Starting the Engine sec-
tion of the "How to Ride the Motorcycle”
chapter for starting instructions.

Headlight Switch

o The headlight is off with the
switch in the & position.

P The city, tail, license plate
and meter hghts come an if
the switch is pushed to tha P
position with the (gnition
switch in the ON position

H The head, city, tail, license
plata and mater lights come
an if the Switch 5 pushed
forward to the H position
with the ignition switch in

the OMN position.

17




Left Handlebar Switches
Dimimer Switch

High ar low beam can be selected
with the dimmer switch. When the
headlight is an high beam (HI), the high
beam indicatar lightis lit,

A Dimmar Switch

B. Turn Signal Switch
C. Horn Button

D. Passing Button

18

Tum Signal Switch

When tha turn signal switch 18 turned
to L {left) or B (right). the carresponding
turn signals flash on and off.

To stop ftashing. push the switch in.

Horn Button
When the hom button is pushed, the
horn sounds.

Passing Button

When the passing button is pushed,
the headlight high beam (passing beam)
comes on to signal the driver of the vehi-
clg ahead that you arg about to pass him
The passing light shuts off as soon as the
switch released.

Fuel Tank Cap

To open the fuel tank cap, insert the
ignition switch key into the lock and turna
the key 10 the right.

To close the cap, push it down into
place with the key insarted. The key can
be removed by turning it counterclock-
wise to the original position,

NOTE

OThe tank cap cannol be closed without
the key inserted. and the key cannot be
remaved uiless the cap js focked prop-
arfy.

Clo pat push the cap down with the
Key. ar the cap cannot be lacked:

A. lgnition Switch Key
B. Fuel Tank Cap

19



Fuel Tank

Tho following octane rating gasoline
is recamimended in the fuel tank. Avoid
filling the tank in the rain or where heawvy
dust is blowing so that the fuel does not
et contaminated.

& E @

1. Tank Cap 3. Tap Level
2. Fuel Tank 4. Fillar Neck
20

AWLBRNING

Gasoline is exiremely flammable and
can ba axplosive under certain condi-
tions. Turn tha ignition switch OFF. Do
not smoke. Make sure the area is well
vantilaled and free from any source of
flame or sparks; this includes any ap-
pliance with a pliot light.

Mever fill ihe tank so the fuel level rises
Into the filler neck. I the tank is over-
filled, heat may cause the fual io ex-
pand and overflow through the vents In
the 1ank cap.

After refueling, make sure the tank cap
iz closed sacurely.

it gasoline Is spillad on the fuel lank,

wipe il ofl immediately.

Fuel Aequirement:

Your Kawasaki engine is designed to
use unleaded gasoling. Howoveer, excepl
for Australian models, il suitable gasoiina
is not.available then PREM UM, SUFPER,
ot FOUR-5TAR gasolines may be used.

ACAUTION

Use of leaded gasoline is illegal in
some countries, siates or territories.
Check local regulations before using
leaded gasaline.

Octane Aating

The actane rating of & gagoline is a
measure of its resistance to detonation or
"knocking.” The term commonly used o
describe a gasoline’s octano rating is the
Research Octane Number [RON). Al
Ways use a gasofine with an octane rat-
ing equal to, or higher than. Research
Octane Mumber (RON) 97,

NOTE
o “knocking" or mnging” Gccurs, use

a different brand of gasoline or higher
actane rating.

e |



Fuel Tap

The fuel tap has three positions: OFF,
OM, and RES (reserve). I the fuel runs
out with the tap in the OM position, tha
last 3.0 L (0.B US gal) of fuel can be
usad by wrning the funl tap ta RES,

A, Fusl Tap C. OFF position

B. RES position [, OM positian
22

NOTE

1 8ince. riding distance {5 limided when
an RES, refial at the earliest opporti-
nity.

i Make certain that the fusl tap /s turned
m ON (Not RES) after filling up the
fuel tank

Practice operating the fuel tap with tha
motarcycle stoppad. To prevent an ac-
cident you ghould ba able to operate
the fuel tap while riding without taking
your ayes off the road.

Be careful not to touch the hot angine
while operating the fuel lap.

Stand
Thae motorcyele s equipped with a
side stand.

A. Side Stand

NOTE

CcWhen using the sida stand, turn the
handfehar to the faft,

. Whenever the side stand is used, make
ita pr.acTi{:n to kick the stand fully up be-
fore sitting on the motoroyeleo.

Forgetling and leaving the side stand

down and riding away could cause an

23



Seats 2. Remove the left and right upper side 3. Remove the license plate mounting 4. Ll 16 SSeNGES. saat sarwond 2
Ta remave the seat, follow this step, COVESS. bolts. little.

1. Remave the left and right lower side e : L G H i . e HRS
covers {tight with the ignition switch ; "
key].

bolts,

A. Upper Side Cover A. Licenss Plate
B. Screw B. Bolis

A_Seat
B. Bolt

A:.Hug.h‘tlhuwar. i
B. Lock
G. Pull the seat up and to the rear

24 -
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